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BARBED & BARBLESS WIRE

Designed to provide superior corrosion 
resistance and durability, ToughStrand barbed 
wire survives the most demanding ranch 
conditions. Sturdy cables of galvanized steel 
are carefully stranded to stretch taut for strong 
confinement. Sharp barbs are evenly spaced 
and tightly fastened to strand wires.

Class 1/Class 3 zinc coating on the strand and 
barb wires meets or exceeds ASTM A121.

BARBED WIRE
Item # Coating Reel Type Gauge Points Barb 

Spacing
Roll 

Length
Roll 

Weight (lb)
Rolls/ 
Pallet

UPC

08083 Commercial Wood 12½ 2 5” 1320’ 80 27 95832080832

08088 Commercial Wire 12½ 2 5” 1320’ 78 27 95832080887

08093 Commercial Wire 12½ 4 5” 1320’ 88 27 95832080931

08112 Commercial Wood 12½ 4 6” 1320’ 81 27 95832081129

08114 Commercial Wire 12½ 4 6” 1320’ 81 27 95832081143

08115 Commercial Wood 12½ 4 6” ½ reel 40 48 95832081150

08414 Commercial Wire 12¾ 4 6” 1320’ 76 27 95832084144

08046 Class 1 Wire 12½ 2 4” 1320’ 81 27 95832080467

08082 Class 1 Wire 12½ 2 5” 1320’ 78 27 95832080825

08084 Class 1 Wood 12½ 2 5” 1320’ 78 27 95832080849

08092 Class 1 Wire 12½ 4 5” 1320’ 88 27 95832080924

08095 Class 3 Wire 12½ 4 5” 1320’ 89 27 95832080955

08117 Class 3 Wood 12½ 4 6” 1320’ 86 27 95832081174

08401 HT Class 3 Wood 15½ 4 5” 1320’ 43 48 95832084014

08403 HT Class 3 Wire 15½ 4 5” 1320’ 43 48 95832084038

08096 Class 4 Wire 12½ 4 5” 1320’ 92 27 95832080962

BARBLESS WIRE

08001 Commercial Wood 12½ - - 1320’ 65 48 95832080016

08004 Class 1 Wire 12½ - - 1320’ 68 32 95832080047

08005 Class 1 Wood 12½ - - 1320’ 68 48 95832080054


