
www.treeisland.com

FLUTED MASONRY
• Flat Countersunk Head 
• Diamond Point
• Fluted Shank
 
For fastening lumber to any type of 
concrete or masonry work.  Predrilling 
may be necessary in some applications.  
For best holding power, choose a length 
that will penetrate ¾” into the masonry.  
Solid blows at right angles provide the 
best results.

FLUTED MASONRY - TEMPER HARDENED (SMALL PACK)

Item # Size Length Gauge Pcs Size Master UPC

74206 ¾" 9 200 small 8 095832742068

74210 1" 9 150 small 8 095832742105

74212 1¼" 9 125 small 8 095832742129

74214 1½" 9 100 small 8 095832742143

74216 1¾" 9 90 small 8 095832742167

74220 2" 9 75 small 8 095832742204

74222 2¼" 9 70 small 8 095832742228

74224 2½" 9 50 small 8 095832742242

74230 3" 9 50 small 8 095832742303

74234 3½" 9 40 small 8 095832742341

74240 4" 9 20 small 8 095832742402

PACKAGED NAILS - FLUTED MASONRY

FLUTED MASONRY - TEMPER HARDENED (LARGE PACK)

Item # Size Length Gauge Pcs Size Master UPC

69210 1" 9 500 large 6 095832692103

69212 1¼" 9 450 large 6 095832692127

69214 1½" 9 400 large 6 095832692141

69216 1¾" 9 275 large 6 095832692165

69220 2" 9 300 large 6 095832692202

69222 2¼" 9 250 large 6 095832692226

69224 2½" 9 200 large 6 095832692240

69230 3" 9 200 large 6 095832692301

69234 3½" 9 150 large 6 095832692349

69240 4" 9 100 large 6 095832692400


